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XDB MODEL

VALVE FEATURES

General features

+ Bi-directional, 100% watertight in both senses.

+ For underwater/underground installation.

+ Two split body arrangements in ductile iron or
stailess steel, wafer version, lug under request.

- U-seat with a steel stiff core vulcanized, fixed
between the two bodies by screws.

+ Frontal elastomeric upper sealing.

+ Smooth and unobstructed full flow passage.

+ Short face-to-face dimension according to
K1 DIN3202 up to DN350.

+ Almost maintenance free.

+ Advised scraper.

+ Third party inspection available for valves.

+ Available certifi cates: material 3.1 & test 2.2.

Application fields

- Water & wastewater treatment plants.
- Food & beverages.

- Biomass.

+ Chemical industry.

MATERIAL SPECIFICATION

I

STANDARD STAINLESS
S MATERIAL STEEL
001 Bodies GJS400 CF8M
002 Gate AISI316L AISI316L
007 Seat NBR/EPDM NBR/EPDM
008 Push rods A4 Ad
027 Nut NRS Bronze Bronze
028 Spindle AISI316 AISI316
030 Spindle support  AlSI316 AlSI316
047 Packing material NBR/EPDM NBR/EPM

Carbon steel

B10 Bonnet Carbon steel AISI 316
T/A Screws and nuts A4 A4

* Other materials under request, depending on service conditions

A dedicated member of the AVR Group

8= Technical data
» Size range:
- DN50 (2) to DN1800 (727).

» Working pressure:

+ 10 bar: DN50 to DN200.

+ 7 bar: DN250 to DN300.

+ 6 bar: DN350 to DN400.

+ 4 bar: DN450 to DN600.
+ 3 bar: DN700.

+ 2 bar: DN80O to DN1200.
+ 1bar: DN1400 to DN1800.

 Flange drillings:
- PN10/PN16/ASA150 (others on request).

» Coating:
+ 150 microns epoxy RAL 5017.
+ 300 microns epoxy RAL 5017.
+ Others on request.

 Directives:
- Pressure equipment directive 97/23/CE.
- DIR2006/42/CE (MACHINES).
- DIR 94/9/CE (ATEX).
-+ Approved certificate for potable water
(ACS-Atestation De Conformite Sanitaire)
Marine Lloyd’s approval.



Knife gate valve
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ACTUATORS

Q |
C

Non rising Key Cap Manual Gear-box Non rising Hydraulic
stem NRS stem B3 actuator
Magnetic Double acting Spring - return Upper Upper
double acting pneumatic pneumatic Emergency Emergency
Handwheel Gear-box
Chain Wheel Chain Wheel Linak actuator
Horizontal valve Gear-box
Vertical valve
I
Locking device V-port
Revolving handle Deflector cone (Ni-hard)
Magnetic limit switches Chest scraper (Bronze /PPS)
Solenoid valve Extension bar
Filter regulator Extended guided plates

A dedicated member of the AVR Group



WORLD

NORTH AMERICA
Canada
United States

SOUTH AMERICA
Brasil
Chile
Peru

A dedicated member of the ZVK Group

EUROPE
Austria
Belgium
Czech Republic
Denmark
Estonia
Faroe Islands
Finland
France
Germany
Greece
Iceland
Ireland

Italy

Latvia
Lithuania
Netherlands
Norway
Poland
Portugal
Spain
Sweden
Switzerland
Turkey

UK

OCEANIA
Australia

ASIA
Cambodia
Indonesia
Malaysia
Philippines
Singapore
Thailand
Vietnam
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